
SMART System



230 
volt

12
volt

With the Flex main cables you can decide for yourself where you want to connect the lights on 
the cable. You simply place the female Flex connector on the cable wherever you want. Open the 
connector, insert the cable and close the cover. Then connect the lights’ cable to the female Flex 
connector. The Flex main cable is available in 10, 25 and 50 meters.



ROUTER

Max. 
40 M

eter

Max. 
40 M

eter

Transformer

Camera

Switch (6298011) Normal Luminaire Normal Luminaire

SMART Wi-Fi
Non Smart System with Wi-Fi Switch (6298011)



ROUTER G
Max. 16 Meter

Max. 20 Meter

Max. 20 Meter

Max. 20 Meter

Max. 20 Meter

Transformer
Gateway (6319451) Motion Sensor (6320451)

Motion Sensor (6320451)

Smart Luminaire Smart Luminaire

SMART Zigbee + Motion Sensor
Complete Smart light System with Motion Sensor (6320451)



ROUTER G
Max. 16 Meter

Max. 20 Meter

Max. 20 Meter

Max. 20 Meter

Transformer

Smart Luminaire Smart Luminaire

SMART Zigbee
Complete Smart light System
You will also need a Smart Zigbee Gateway. You can intergrate the Smart Motion Sensors if required

Gateway (6319451) Motion Sensor (6320451)



ROUTER G
Max. 16 Meter

Max. 20 Meter

Max. 20 Meter

Max. 20 Meter

Max. 
40 M

eter

Transformer

Smart Luminaire Smart Luminaire

Normal Luminaire Normal Luminaire

X
Smart Luminaire

Max. 20 Meter

> 20 Meter

SMART Zigbee / Wi-Fi + Normal luminaire
Smart and Non Smart light System
You will need a Smart Zigbee Gateway, Wi-Fi Switch and Smart Motion Sensors if required

Gateway (6319451) Motion Sensor (6320451)

Switch (6298011)



ROUTER G
Max. 16 Meter

Max. 20 Meter

Max. 20 Meter

Max. 20 Meter

Transformer Gateway (6319451) Motion Sensor (6320451)

Motion Sensor (6320451)

Smart Luminaire Smart Luminaire

SMART Wi-Fi + Motion Sensor(s) (Zigbee)
Non Smart light System with Wi-Fi Switch and Smart Motion Sensors
You will also need a Smart Zigbee Gateway, Wi-Fi Switch and Smart Motion Sensor(s)

Motion Sensor (6320451)


